
QPR BLINDS WARRANTY

QPR BLINDS blinds and shades are warranted for 3 years on fabrics and 5 years on
components from the date of purchase. This warranty does not apply to damage caused by
accident, alteration, misuse or improper installation. This warranty does not apply to
damage caused by normal wear and tear of the product. Disassembly, transportation and
reinstallation costs are excluded. In the case of motorized blinds and shades, the warranty
does not apply if the motor has been opened, dismantled or returned with clear evidence of
misuse or other damage. It does not cover defects or damage due to exposure of our
products to excessively aggressive humid environments, or corrosive agents such as coastal
salinity, humidity or chemicals existing in enclosed areas. QPR BLINDS is not responsible for
constructive or design flaws that may be evident at the time of installation, such as pipes
inside the wall or plaster fracture. To access the warranty, you must be the original
purchaser and submit the claim, along with your purchase invoice.

INSTALLATION
MANUAL
ROLLER

You have just purchased a QPR BLINDS product. Please read this manual carefully before
installing your product. If you have any questions, please do not hesitate to contact us for
professional assistance.
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Make sure that the product comes in the size based
on the width you requested at the time of purchase and
check the two ends and the holes with a pencil (See width
located on the product label)

Example to be installed 200 cm wide x 200 cm high

Drill the wall, place the brackets with the anchor bolts and Check
that the screws are tight and that they are secure leveled.

Position the bracket at the end marked above and
15 cm from window edge height. Mark the location of the
holes at both ends.
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Place the mechanism on the side of the chain and on the other end,
press the pin inward and slide it to its final position.
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